
Lyre Yoa

Specifically designed for the Yoa luminaire, the Lyre enhances this 
luminaire with an aesthetic two-armed post-top bracket.

The optional embellishment piece increases the uniqueness of this 
ensemble. Composed of die-cast aluminium, it is available in all 
standard Schréder colours.

Certified for the loads defined in EN40, the Lyre bracket can be 
installed on poles with CE marking.

BRACKET

Technical information

DIMENSIONS

Ø1 565mm | 22.2”

Ø2 76mm | 3”

H1 850mm | 33.5”

H2 765mm | 30”

H3 460mm | 18”

4M / 13’

3M / 10’

Ø1

H1

H3

H2

Ø2

GENERAL

Housing Die-cast aluminum

Finish Polyester powder-coating

Colour AKZO 900 grey sanded

Any RAL or AKZO colour upon request

Pull wire included Yes, for post-top versions

Sea-side coating Available upon request
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Lyre Yoa

PRODUCT VARIANTS

INFORMATION FOR EN40 CALCULATION

x = standard available

LUMINAIRE COMPATIBILITY

Note: this Information is to be combined with the specific technical drawing

To pole To luminaire

Type
Height
(mm)

Ordering code Diameter
Tube 

Penetrating
(male)

Enclosing
(female)

Stirrup Fork

Top 850 YOAL110P Pole Ø60 or Ø76 & Spigot Ø60 L70 - X Yoa Midi only

Top 460 YOAL150P Pole Ø60 or Ø76 & Spigot Ø60 L70 - X Decorative element for Lyre Yoa only

Yoa Midi

Stirrup forkFamily Type Length (mm) Ordering code

Lyre Yoa Lyre 0 YOAL110P X

Name Ordering 
code Type Length

(mm)
Centre of 

pressure on 
X (mm)

Centre of 
pressure on 

Z (mm)

Endpoint 
bracket on 
X (mounting 
point - mm)

Endpoint 
bracket on 
Z (mounting 
point - mm)

CxS
(m²)

Weight
(kg)

Lyre YOA YOAL110P Post-Top 0 0 400 0 850 0.12 7

Lyre YOA
Embellishment YOAL150P Post-Top 0 0 590 0 1310 0.168 10


